
Features
• Suitable for all Xtralis Aspirating 

Smoke Detectors
• Improved detector longevity in 

applications with high levels of 
air-borne contamination

• Reduces maintenance intervals, 
thus reducing total cost of 
ownership

• Requires no additional pipe 
fi ttings thus reducing cost of 
installation

• Improved aesthetics
• Vertical or horizontal mounting
• Compatible with metric (25mm 

OD) and imperial (1” OD) pipes 
eliminating the need for pipe 
adaptors

Xtralis In-Line Filter

Introduction
The Xtralis In-Line Filter provides Xtralis customers the ability to 
address a wide array of harsh environments with high levels of air-
borne contaminants in a simple and cost-effective manner.

Description
Unlike other in-line fi ltration solutions available on the market, the 
Xtralis In-Line Filter provides superior performance in terms of 
improving detector longevity and reducing maintenance frequency.
Having tapered inlet and outlet means the Xtralis In-Line Filter is easily 
fi tted in line with the sampling pipe without the need for any additional 
pipe fi ttings hence reducing the cost of installation. Filter elements can 
be easily replaced without having to remove the fi lter from the pipe 
network hence simplifying maintenance.  
Its elegant design blends in seamlessly into the installation where up 
to four can be installed side-by-side on Xtralis multi-pipe installations.

How it works
The arrows on the Xtralis In-Line Filter cover indicate the direction of 
airfl ow aiding ease of correct mounting. As the airfl ow enters the fi lter 
housing it impinges on the fi lter elements which are positioned at a 
certain angle within the fi lter housing.  This arrangement maximizes 
the fi lter element surface area subjected to the airfl ow hence 
promoting a longer fi lter life. 
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Xtralis In-Line Filter
Ordering Information
• VSP-850-G:

Xtralis In-Line Filter (Grey)
• VSP-850-R:

Xtralis In-Line Filter (Red)
• VSP-850-M:
 Xtralis In-Line Filter (Metal)
• VSP-855-4: 

Xtralis In-Line Filter Elements
4 pack

• VSP-855-20:
Xtralis In-Line Filter Elements
20 pack

Doc. no. 17240_04 Part: 29442

The contents of this document are provided on an “as is” basis. No representation or warranty (either express or implied) is made as to the 
completeness, accuracy or reliability of the contents of this document. The manufacturer reserves the right to change designs or specifi cations 
without obligation and without further notice. Except as otherwise provided, all warranties, express or implied, including without limitation any 
implied warranties of merchantability and fi tness for a particular purpose are expressly excluded.
This document includes registered and unregistered trademarks. All trademarks displayed are the trademarks of their respective owners. 
Your use of this document does not constitute or create a licence or any other right to use the name and/or trademark and/or label.
This document is subject to copyright owned by Xtralis AG (“Xtralis”). You agree not to copy, communicate to the public, adapt, distribute, transfer, 
sell, modify or publish any contents of this document without the express prior written consent of Xtralis.  

www.xtralis.com
UK and Europe +44 1442 242 330 D-A-CH +49 4347 903 0 The Americas +1 781 740 2223
Middle East +962 6 588 5622 Asia +86 21 5240 0077 Australia and New Zealand +61 3 9936 7000

Dimensions

16m
m

20
DATE LABEL

206m
m

161m
m

A

A

BB

59
m

m

33mm

VSP-850VSP-850


